
Setting up of a mortar base

L

c2

B Opcionalmente
 poderá
 utilizar
 prego liquido

5

 

4b

5M.

 A
 

 10mm
 

BARRA DE MADEIRA 
OU METAL CementSand

6 1+

6 7a 6a

2

Without Sifon5a

min.10 mmmin.10 mm

3

Drainage test

24h

9

6

3

12

4a

2 walls assembly 
example

3 walls assembly 
example

When installing the bathtub,protect the bathtub surface ,
 casing, wall and �oor tiles from damage.

Do not drag the on the �oor Due to the heavy weight, at least two persons 
are required to carry or move the bathtub.

Fragile Porcelain 
Enameled

Assembly instructions without metal feet:
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Bathtub length 
Bathtub Width minus (-) thickness of PUR board
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Setting up of a mortar base

Setting up of a mortar base

Building an bathtub aprons using drywall, PUR, EPS, XPS, Wood or Plywood panels
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Maintenance access requires a 
door measuring at least 75x45 
cm. It must be �tted in such a 
way that the waste valve and 
drain access are easily 
accessible.
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Apply �exible sealant to 
all exposed edges

Tile glue
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Optional: 
Bathtub �ange (wood, plastic, stone or tile baseboard ...)Adjacent to the wall


